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HSDAC ES 790L 4P 15,00kW H1
I__iﬂuid cooling

Via della Meccanica,16 61100 PESARQ (ltaly) 1 ; 51 % N
ASYNCHRONOUS 3-PHASE MOTOR 12 £
™
— [aY]
\Y; 275 380 380 380 |10,5 i
Hz 150 216 367 400 KW S5 40%
(o]
rpm 4500 | 6500 [11000|12000 - e
kW (S1)f 12 12 12 10,5 51
CEEEE——
A 36,5 | 27,5 | 26 26 !
n=0,87 [Cosg=0,85] Poles: 4 | "pm x 1000
Ins. cl. F | IP 54 [ 50 kg [IEC 60034-1 45 B,5 11 12
Tensione nominale (*) Nennspannung (*) Rated voltage (*) \ 275 380 380 380
Frequenza nominale Nennfrequenz Rated frequency] Hz 150 216 367 400
Velocita nominale] Nominale Geschwindigkeit Rated speed| rpm 4500 6500 11000 12000
) . . . S1 S6 S1 S6 S1 S6 S1 S6
Tipo di servizio Betriebsart Duty type cont | 60% | cont | 60% | cont | 60% | cont | 60%
Potenza nominale Nennleistung Rated power] kW 12,0 | 15,0 | 120 | 15,0 | 12,0 | 150 | 10,5 | 13,1
Coppia nominale Nenndrehmoment Rated torque| Nm 255 | 31,8 | 17,6 22 10,4 | 13,0 84 | 104
Corrente nominale Nennstrom Rated current| A 36,5 | 455 | 275 | 34,4 | 26,0 | 325 | 26,0 | 32,3
Rendimento nominale n Nennwirkungsgrad n Rated efficiency n 0,87
Fattore di potenza cos @ Leistungsfaktor cos ¢ Power factor cos @ 0,85
Momento polare d'inerzia Polar moment of inertia Trégheitsmoment| kg mm? 7744
Numero di poli] Polzahl Number of poles 4
Classe di isolamento, Isolierklasse Insulation class F
Tipo di raffreddamento| Kiihlungstyp Type of cooling Raffreddamento a liquido / Flissigkeit / Liquid cooling
Classe |IP| IP Klasse IP Class IP 54
Peso versione] Gewicht Version Weight of LONG] K ~50
NASO LUNGO| LANGE NASE| NOSE varian{] 9

[(*) fornita da inverter] [(*) von Inverter geliefert] [(*) from inverter]



